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Technical data

Type TP 38 165

Control sensor switchable internal / external

Dry block

Temperature range*
Accuracy
Stability

-35...165 °C
±0.1 °C
0.01...0.05 °C

-31...329 °F
±0.18 °F
0.02...0.09 °F

Measurement zone 110...150 mm 4.33...5.91 in

Block dimensions

 Diameter
 Depth

Ø 28 mm 
150 mm

Ø 1.10 in 
5.91 in

Display unit

Display Monochrome, graphic display
Units °C / °F / K / Ω / mV / mA

Display range -50...165 °C -58...329 °F

Resolution 0.01 °C 0.01 °F

General data

Interface RS232,
USB (optional)

Dimensions
 Width
 Height
 Depth 

153 mm
347 mm
348 mm

6.02 in
13.66 in
13.70 in

Weight Approx. 12 kg Approx. 26.46 lbs

Power supply 100...240 VAC, 50 / 60 Hz  

Power consumption Approx. 400 W

Type TP 38 165

Scope of delivery

•• Test certificate

•• Mains cable

•• Insert exchange tool

•• Operating manual

•• Precision measuring instrument

Accessories

•• Transport case

•• Adapter sleeve

•• PC software

•• PC cable

•• External calibration reference sensor 
	 TF 255-3-300 or TFEE 255-3-300

•• DAkkS certificate

•• Works certificate

TP 38 165

* At an ambient temperature of  20 °C / 68 °F
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